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NOTE: This gui de specification covers the
requirenents for accordion partitions and fol ding
doors. This guide specification is to be used in
the preparation of project specifications in
accordance with ER 1110-1-8155.

Conmment s and suggestions on this guide specification
are wel cone and should be directed to the proponent
of the specification. A listing of proponents,

i ncluding their organi zati on desi gnati on and

t el ephone nunber, is at URL

htt p: //ww. hnd. usace. arny. m | /techi nfo/i ndex. htm
and an el ectroni c feedback page for subnission of
recomended changes is available at the sanme
address. Use of electronic communication is

encour aged.

NOTE: RST-08353 is a Louisville District Arny
Reserve Support Ream (RST) version of CEGS-08353.
Any text changed by the RST is underlined. Refer
all specification conmments to the RST.
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PART 1 GENERAL
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NOTE: Facilities not excluded by TI 800-01 Design
Criteria will be accessible in accordance with 36
CFR, Part 1191, Anericans with Disabilities Act
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(ADA) Accessibility Guidelines for Buildings and
Facilities.

Drawi ngs will indicate |ocation, dinensions,
content, details, and such other information as
required to indicate the extent of the work.

EE R R R R R R R R R R R R R R R R I R R R R I R

1.1 REFERENCES

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: |ssue (date) of references included in

proj ect specifications need not be nore current than
provided by the | atest change (Notice) to this guide
speci fication.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

The publications listed below forma part of this specification to the
extent referenced. The publications are referred to in the text by basic
desi gnation only.

AMERI CAN SCCI ETY FOR TESTI NG AND MATERI ALS ( ASTM

ASTM E 84 (1999) Surface Burning Characteristics of
Bui l ding Materials

ASTM E 90 (1999) Laboratory Measurenent of Airborne
Sound Transm ssi on Loss of Building
Partitions

ASTM E 413 (1987; R 1999) Rating Sound Insulation

ASTM F 793 (1993; Rev 1998) Standard Cl assification
of Wallcovering by Durability
Characteristics

NATI ONAL ELECTRI CAL MANUFACTURERS ASSOCI ATI ON ( NEMA)

NEMVA LD 3 (1995) Hi gh-Pressure Decorative Lam nates

1.2 SUBM TTALS

EE R R R R R R R R R R R R R R R R R R R R R R R I R

NOTE: Subnmittals nust be limted to those necessary
for adequate quality control. The inportance of an
itemin the project should be one of the prinary
factors in determning if a submittal for the item
shoul d be required.

I ndicate submittal classification in the blank space
followi ng the nane of the itemrequiring the
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submittal by using "G' when the submittal requires

Governnent approval. Subnittals not classified as
"G'" will show on the submittal register as
"Information Only". For subnmittals requiring

CGover nnent approval, a code of up to three
characters should be used following the "G
designation to indicate the approving authority;
codes of "RE" for Resident Engineer approval, "ED'
for Engi neering approval, and "AE" for
Archi t ect - Engi neer approval are recomended.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

CGovernment approval is required for submttals with a "G' designation;
submittals not having a "G' designation are for infornmation only. Wen
used, a designation following the "G' designation identifies the office
that will review the submittal for the Governnent. The follow ng shall be
subm tted in accordance with Section 01330 SUBM TTAL PROCEDURES:

SD- 02 Shop Drawi ngs
Accordion Partitions; FIO
Drawi ngs contai ni ng conpl ete schematic di agrans and details
required to denonstrate that the system has been coordi nated and
will properly function as a unit. Draw ngs shall show proposed
| ayout and anchorage of equi pnent and appurtenances, and equi pnent
relationship to other parts of the work including clearances for
mai nt enance and operati on.

SD- 03 Product Data
Qperabl e Partition; See Section 09915 COLOR SCHEDULE; FIO

Qperabl e Partition Manuf. Product submitted as an "or equal"; G

(1.

Manuf acturer's descriptive data, performance charts, catal og cuts,
and installation instructions.

SD- 04 Sanpl es
Accordion Partitions; FIO

Manuf acturer's standard col or sanpl es of specified surfaces and
finishes.

SD-07 Certificates
Materials; FIO Accordion Partitions; FIO
Certificate attesting that the materials neet the requirenents

specified and that partitions have specified acoustical and flane
retardant properties, as determ ned by test.
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SD-10 Operation and Mai ntenance Data
Accordion Partitions; FIO

[Six] [ ] conpl ete copies of operating instructions outlining
the procedures required for electrically operated partitions. The
i nstructions shall include the manufacturer's name, nodel nunber,
service manual, parts list, and brief description of all equipnent
and operating features. Data shall include a conplete list of
parts and supplies, with current unit prices and source of supply,
and a list of the parts recommended by the manufacturer to be
replaced after [1 year] [and] [3 years] of service

[Six] [ ] conpl ete copies of nmaintenance instructions
expl ai ni ng routi ne mai nt enance procedures including inspection,
adjustnents, lubrication, and cleaning. The instructions shal

| ist possible breakdown, nethods of repair, and a troubl eshooting
guide. The instructions shall include equi pnment |ayout and
simplified wiring and control diagrans of the systemas installed.

1.3 DELI VERY AND STORAGE

Materials shall be delivered to the jobsite in the manufacturer's ori ginal
unopened packages and shall be stored with protection fromthe weather,
hum dity and tenperature variations, dirt and dust, or other contamn nants.

1.4  WARRANTY

Manuf acturer's standard performance guarantees or warranties that extend
beyond a 1 year period shall be provided.

PART 2 PRODUCTS

EE R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Fol di ng doors (serpentine) are econoni cal
easy to operate, non STC rated doors basically for
si ght division of spaces.

Accordion partitions are generally nore durable and
can be nmade for |arger openings. Accordion
partitions are available with a variety of finishes
and are available with or without STC ratings and
are better suited to sight division application than
the folding doors (serpentine). Doors may be
specified to be manually or electrically operated.

A protective pocket for storage of the door in the
stacked position should be provided if doors are
| ocated in areas susceptible to danmage.

Edit the follow ng paragraphs to specify one or both
types of partitions as appropriate for the project.
Del ete itens not applicable.

EE R R R R R R R R R R R R R R R R R R R R R R R R O O R
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2.1 MATERI ALS

Mat eri al and equi pnent shall be the standard products of a manufacturer
regul arly engaged in the manufacture of such products and shall essentially
duplicate itens that have been in satisfactory use for at |least 2 years
prior to bid opening. Equipnent shall be supported by a service

organi zation that is, in the opinion of the Contracting O ficer, reasonably
convenient to the site. Door and partition finishes shall have a Class A
rati ng when tested in accordance with ASTM E 84.

2.1.1 Vi nyl Covering

The vinyl coated fabric shall conformto ASTM F 793, Category V, Type |
(Medi um duty). Covering shall have [wood grain] [textured] design

2.1.2 Pl astic Lam nate

Plastic |l am nate shall conformto NEMA LD 3, 1.5 nm 1/16 i nchmi ni num
t hi ckness, [wood grain] [patterned] [solid color] finish.

2.1.3 Wood Veneer

Wbod veneer shall be [[Good Grade] [Prem um G ade, book matched]] [birch]
[red oak] [American wal nut] | ] har dwood.

2.1.4 wWall Carpet Surfacing

Wal | carpet surfacing shall be a vertically-ribbed acoustical synthetic
fiber material. Pile height shall be minimum 2.5 mm 0.098 inch thickness.

2.1.5 Har dwar e

EE R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Edit to neet project requirenments and del ete
itens not applicable.

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

Accordion partitions shall be furnished with grip handles with [latch only]
[ privacy button one side and slotted rel ease on opposite side] [key |ock
one side and privacy button on opposite side] [key |ocks on both sides]

[ mast er - keyed one-side and privacy button opposite side] [master-keyed
housi ng both sides]. An upper latch with extended pulls shall be provided
on units over 2400 mm 8 feet high. Hardware shall be anodi zed al um num
with a satin natural chrone finish, chrome plated or brass plated netal, or
pai nted finish or stainless steel

2.1.6 Sweep Strips

Sweep strips shall be vinyl or other material which will not crack or craze
with severe usage. Sweep strip shall control STC to the specified rating.

2.1.7 Tr ack
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Track shall be [recessed] [or] [surface nobunted] [as shown] and shall be of
extruded al um num or enamel finish steel. Track shall be manufacturer's
standard product designed for the weight of door or partition furnished.
Track sections shall be provided in the nmaxi num | engths practicabl e, not

| ess than 1800 nm 6 feet |ong except for narrow doors and at ends of runs
where short length is required. Suitable joint devices such as

i nterlocking keys shall be provided at each joint to provide pernmanent

al i gnment of track.

.1.8 Metal Soffit

Soffit shall be provided when steel track is recessed. Soffit shall be of
netal of adequate thickness to protect the ceiling fromdanmage by door
operation and shall be provided with the door nanufacturer's standard
neutral -color applied finish. Soffit on alum numtrack shall be an
integral part of the track

.2 ACCORDI ON PARTI TI ONS

Accordion partitions shall consist of top hung ball bearing carriers which
support a system of center stacking hinged folding panels with a durable
surface finish. Partitions shall have perinmeter and janb seals which shal
provide the indicated STC rating. Ferrous nmetal parts shall be either
cadm um pl ated or zinc coated and post shall have manufacturer's standard
shop finish paint. Partitions doors shall be [manually] [electrically]
operated. Door wi dths shall be as shown.

2.1 Pant ogr aph Framework wi th Fl exi bl e Covering

Accordion partitions shall have a steel pantograph hinged franmework and
shal |l [be non-STC rated] [have a sound liner and shall neet the STC rating
of [35] [39] [40] in accordance with ASTM E 90 and ASTM E 413].

I nt er nedi at e pant ographs shall be provided as required and door shall have
a control device to prevent flattening of the folds when the panel is fully
extended. The covering shall be [vinyl coated fabric] [wall carpet]

(1.

.2.2 Wood Core Panel s

Accordion partitions shall have bracketed supports or bracketed hinged
steel yoke supports with engi neered wood core panels surfaced with
[architectural wood veneer] [plastic |aninate] [vinyl wall covering] [wal
carpet]. Panels shall be hinged and sealed to reduce sound. The STC
rating shall be [35] [30] [44] [50] [ ] in accordance with ASTM E 90
and ASTM E 413.

.2.3 St eel Panel s

Accordion partitions shall be vinyl-clad cold rolled mninum.85m stee
panel s connected by full length stainless steel hinges. Inner surface of
the panels shall be covered with insulating material. A spacing chain
shal |l be provided to control panel spacing and extension. The STC rating
of the partition shall be [44] 50 in accordance with ASTM E 90 and ASTM E
413. The partitions shall have a nmaxi num fl ane spread of 25 and naxi mum
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snoke devel oped rating of 50 in accordance with ASTM E 84.

2.3 FOLDI NG DOORS

Fol di ng doors (Serpentine) shall consist of |ightweight engi neered wood
core panels supported by top hung nylon tired ball bearing carriers.

Panel s shall be 10 nmm 0.38 inches nmnimmthick particle board continuously
connected by extruded vinyl hinges. Panels shall have factory applied
vinyl finish. Folding door systemshall be non-STC rated. Doors shall be
manual |y operated. Door wi dths shall be as shown.

2.4 ELECTRI CAL OPERATORS

EE R R R R R R R R R R R R R R R R R R R I R R R I O R

NOTE: The two key controls for the electrica
operator should be | ocated on opposite sides of the
room and opposite ends of the partition and shoul d
have a cl ear, unobstructed view of both sides of the
partition even when the partition is extended.

EE R R R R R R R R R R R R R R R R R R R R R R R I

El ectrical operator shall be furnished and installed where indicated.
Qperation shall cause retraction of seals providing mnimm25 mm1 inch
clearance with the floor. Final closing noverent shall autommtically sea
the partition in place without the use of supplenentary nanually operated
devices. Qperation shall be two key controls wired in series and | ocated
on opposite sides of the roomand opposite ends of the partition. M nimm
travel speed shall be 15 nmm second. 30 fpm Operator shall have notor
adequate for partition weight, conplete with speed reducer, friction
clutch, relays, limt switches, and an energency rel ease nmechanismto
permt manual operation.

2.5 SAFETY DEVI CE

The | eadi ng edge of electrically operated doors shall have [an electric] [a
pneurmatic] safety device that will inmediately reverse the door novenent
upon contact with an obstruction and cause the door to return to its ful
open position.

2.6 COLOR
Col or shall be in accordance with Section 09915 COLOR SCHEDULE

PART 3 EXECUTI ON

3.1 | NSTALLATI ON
Installation shall be in accordance with the nanufacturer's approved
installation instructions. Confirmfloor flatness of 3.18 mmin 3000 nm
and wal | plunbness of 3.18 in 3000 nm both non-cumulative. Fit and align

all panels. Electrical work shall conformto Section 16415 ELECTRI CAL
WORK, | NTERI OR.

-- End of Section --
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